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ARROW POINTING LEFT AND R10-3(1) SIGN. (SIGN TO READ PUSH BUTTON TO CROSS FREDERICK FIBER 271-11" ov (Uf; JQ. SIGNAL OUTAGE SHALL OCCUR DURING NUN PEAK HOURS

 ROAD”). (INSTALL 1-3 IN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN PEDESTAL BASE). | TWISTED PRIM. 321-8" | |— 2 / l L A< DIRECTED BY THE ENGINEER.

E. REMOVE EXISTING SIDEWALK. INSTALL 2 IN. SCHEDULE 80. PVC ELECTRICAL CONDUIT - TRENCHED SECONDARY  34l-2" | Ix ) ©
- FOR PROPQSED UNDERGROUND TELEPHONE SERVICE. CAP AND MARK CONDUIT 2 FT. ABOVE GRADE SECONDARY  34|-10"| < % @ = 2. CONTRACTOR SHALL USE CAUTION WHEN INSTALL}NG STGNAL

AT UTILITY POLE FOR USE BY OTHERS. REPLACE 4 IN. CONCRETE SIDEWALK. PRIMARY 40} + o o 5 EQUIPMENT TO AVOID DISTURBANCE OF EXISTING UNDERGROUND
F. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. = UTILITIES. CONTRACTOR SHALL TEST PIT TO DETERMINE EXACT
"~ G. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - SLOTTED. o LOCATION AND DEPTH OF UNDERGROUND UTILITIES PRIOR TO
H. INSTALL EMBEDDED BASE MOUNTED METERED SERVICE PEDESTAL WITH 2-2 IN. AND 1-4 [N. SCHEDULE 80. ﬂ = INSTALLING SIGNAL EQUIPMENT.

" 90 DEGREE PVC CONDUIT BENDS IN PEDESTAL BASE.
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S. éﬁgg%&iigm%c{:ggouw 80. PVC ELECTRICAL CONDUIT - TRENCHED FOR PROPOSED UNDERGROUND A T NG A D N RACTOR GPON COMPLETION OF THE NEW SIGNAL. i STATE OF MARYLAND
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s - and Associates, LLP
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